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	943
	FERC Order 693
	"Measures and levels of non-compliance specific to IROL violations must be commensurate with the magnitude, duration, frequency, and causes of the violations and whether these occur during normal or contingency conditions. Paragraph 951. Accordingly, the Commission approves Reliability Standard IRO-005-1 as mandatory and enforceable. Further, because IRO-005-1 has no Measures or Levels of Non-Compliance, pursuant to section 215(d)(5) of the FPA and § 39.5(f) of our regulations, the Commission directs the ERO to develop a modification to IRO-005-1through the Reliability Standards development process that includes Measures and Levels of Non-Compliance. The Commission further directs that the Measures and Levels of Non-Compliance specific to IROL violations must be commensurate with the magnitude, duration, frequency and causes of the violations and whether these occur during normal or contingency conditions.
	Easy
	IRO-005-1
	The RCSDT has added measures and VSLs (which replaced levels of non-compliance) for each requirement.
	
	

	944
	FERC Order 693
	"Conduct a survey on IROL practices and actual operating experiences by requiring reliability coordinators to report any violations of IROLS, their causes, the date and time, the durations and magnitudes in which actual operations exceeds IROLs to NERC.
	Easy
	IRO-005-1
	The RCSDT has not performed this task as it was undertaken by ??????????????  Need to check with Dave and Gerry on this.  ssc
	
	

	941
	FERC Order 693
	"Provide further clarification that reliability coordinators and transmission operators direct control actions, not LSEs as part of the standard development process. Paragraph 950. We do not share TAPS’ concern regarding LSEs initiating load shedding as their own control action to respect IROLs or SOLs. The appropriate control actions to respect IROLs and SOLs are the responsibilities of a reliability coordinator and transmission operator. If load shedding is required, it is the responsibility of a reliability coordinator or a transmission operator to direct the appropriate entities including LSEs to carry it out. However, we urge the ERO to provide further clarification in this regard and include TAPS’ concern in developing the modification of this Reliability Standard."
	
	IRO-005-1
	The RCSDT has proposed IRO-001, R1 to address this directive: 

Each Reliability Coordinator shall take action independently or in coordination with others or direct actions or issue Reliability Directives for actions to be taken by Transmission Operators, Balancing Authorities, Generator Operators, Transmission Service Providers, Load-Serving Entities, Distribution Providers and Purchasing-Selling Entities within its Reliability Coordinator Area to prevent or mitigate the magnitude or duration of events that result in Adverse Reliability Impacts. [Violation Risk Factor: High][Time Horizon: Real-time Operations and Same Day Operations]
	
	

	942
	FERC Order 693
	Include measures and levels of non-compliance.
	
	IRO-005-1
	The RCSDT has added measures and VSLs (which replaced levels of non-compliance) for each requirement.
	
	

	1312
	Fill in the Blank Team
	R14 has regional reference
	
	IRO-005-1
	Reference removed in IRO-005-2 (current standard).
	
	

	1313
	Version 0 Team
	R10, 11 & 12 – RA not empowered to do this
	
	IRO-005-1
	These requirements are proposed to be retired. See Implementation plan at http://www.nerc.com/docs/standards/sar/Implementation_Plan_IRO-005-1_30Jul08.pdf

	
	



