Standard FAC-001-0 — Facility Connection Requirements



A. Introduction

1. Title:
Facility Connection Requirements
2. Number:
FAC-001-0
3. Purpose: To avoid adverse impacts on Reliability, Generator Owners and Transmission Owners and electricity end-users must meet facility connection and performance requirements.
4. Applicability:

5. (Proposed) Effective Date:
February 8, 2005
B. Requirements

B. The Transmission Owner shall document, maintain, and publish facility connection requirements for:
B. Generation facilities,
B. Transmission facilities, and
B. End-user facilities
to ensure compliance with NERC Reliability Standards and applicable Regional Reliability Organization, Sub Regional, Power Pool, and individual Transmission Owner Planning Criteria and facility connection requirements.
B. The Transmission Owner’s facility connection requirements shall address, but are not limited to, the following items:
B. Provide a written summary of its plans to achieve the required system performance as described above throughout the Planning Horizon:
B. Procedures for coordinated joint Studies of new facilities and their impacts on the Interconnected Transmission Systems.
B. Procedures for notification of new or modified facilities to others (those responsible for the reliability of the interconnected transmission systems) as soon as feasible.
B. Voltage level and MW and MVAR capacity or demand at point of connection.
B. Breaker duty and Surge protection.
B. System protection and coordination.
B. Metering and telecommunications.
B. Grounding and safety issues.
B. Insulation and insulation coordination.
B. Voltage, Reactive Power, and Power Factor control.
B. Power quality impacts.
B. Equipment Ratings.
B. Synchronizing of facilities.
B. Maintenance coordination.
B. Operational issues (abnormal frequency and voltages).
B. Inspection requirements for existing or new facilities.
B. Communications and procedures during normal and Emergency operating conditions.
B. The Transmission Owner shall maintain and update its facility connection requirements as required.  The Transmission Owner shall make documentation of these requirements available to the users of the Transmission Systems, the Regional Reliability Organizations, and NERC on request (five business days).
C. Measures

C. The Transmission Owner shall make available (to its Compliance Monitor) for inspection evidence that it met all the requirements stated in Reliability Standard FAC-001-0_R1 for Generation facilities, Transmission facilities, and end-user facilities.
C. The Transmission Owner shall make available (to its Compliance Monitor) for inspection evidence that they it met all 16 requirements stated in Reliability Standard FAC-001-0_R2 for Generation facilities, Transmission facilities, and end-user facilities.
C. The Transmission Owner shall make available (to its Compliance Monitor) for inspection evidence that it met all the requirements stated in Reliability Standard FAC-001-0_R3.
D. Compliance

1. Compliance Monitoring Process

1.1. Compliance Monitoring Responsibility

Compliance Monitor: Regional Reliability Organization.
1.2. Compliance Monitoring Period and Reset

Timeframe: 


On request (five business days).
1.3. Data Retention
None

1.4. Additional Compliance Information
None

2. Levels of Non-Compliance

2.1. Level 1:
Facility connection requirements were provided for generation, Transmission, and end-user facilities, per Reliability Standard FAC-001-0_R1, but the document(s) do not address all of the requirements of Reliability Standard FAC-001-0_R2.
2.2. Level 2:
Facility connection requirements were not provided for all three categories (Generation, Transmission, or end-user) of facilities, per Reliability Standard FAC-001-0_R1, but the document(s) provided address all of the requirements of Reliability Standard FAC-001-0_R2.
2.3. Level 3:
Facility connection requirements were not provided for all three categories (Generation, Transmission, or end-user) of facilities, per Reliability Standard FAC-001-0_R1, and the document(s) provided do not address all of the requirements of Reliability Standard FAC-001-0_R2.
2.4. Level 4:
No document on facility connection requirements was provided per Reliability Standard FAC-001-0_R3.
E. Regional Differences

1. None identified.
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Standard Numbering

The standard numbering convention has three parts:

· A three-letter acronym denoting the general topical area of the standard.

· The standard three digit number within that topical area, beginning with 001 and increasing sequentially.

· The version of that standard.

Example:
BAL-001-1 (Balancing – Standard 001 – Version 1)

Guided by a Functional Model approach for as many standards as possible, the Version 0 Drafting Team proposes the following initial list of topical acronyms:

BAL
Resource and Demand Balancing

INT
Interchange Scheduling and Coordination

TOP
Transmission Operations

VAR
Voltage and Reactive

IRO
Interconnection Reliability Operations and Coordination

EOP
Emergency Preparedness and Operations

TPL
Transmission Planning

MOD
Modeling, Data, and Analysis

PRC
Protection and Control

FAC
Facilities Design, Connections and Maintenance

COM
Communications

CIP
Critical Infrastructure Protection

PER
Personnel Performance, Training, and Qualifications

ORG
Organization Certification

New acronyms could be added if additional broad areas are introduced in the future.
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